
LevelUpLeroy  
Tech Specs & Rider 

 

Technical Specifications: 

HDMI access near laptop is an absolute must, otherwise video element of the show will not be able to 
proceed 

2 x Digital /Projector screens either side of the stage OR 1 x Screen centre Stage behind the DJ position 

Projector/screens in working order prior to the event 

Min of 1 x Monitor Speaker to be controlled from DJ booth (3/4” audio jack input) supplied by venue unless 
otherwise agreed. 

4x plug sockets with surge protection 

Artiste to provide Rane Performer or Roland DJ505 (Portable option for overseas & travel reasons) unless 
previously discussed (Relevant equipment to be supplied upon agreement with firmware up to date) 

DJ booth or table should be roughly 102 centimetres (equal to about 40 inches) high 

Artiste can provide Microphone (Wired or Radio) but its always preferred to use/go via P.A tech teams 
equipment  

 

Rider: 
Beverages (Soft drinks only) Before/during and after performance to be supplied 

Food vouchers/meal allowance where previously agreed 

Flights/Transport and accommodation to be arranged separately

Both Rane Performer &  
Roland DJ505 are 
XLR or Phono out &  
3/4” audio jack for monitors 

DJ equipment layout 
*Please note HDMI access 
needed by laptop 


